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helClosed Loop Skyline5® ‘5?

SRCC OG300 Rated Freeze Zone System
An Attractive and Effective Home Improvement That Pays You Back!

Finally, a Solar Water Heating System that:

« Has an attractive skylight look.

« Is available in 24 optional architectural colors.
« Is light weight and easy to install.

« Is a cost-effective and practical investment.

« Produces a safe ROI of from 12% to over 30%.
« Adds value to your home.
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Skyline5 SRCC OG-300 Tank Installation

Models: 200152C80EX, 200153C80EX, 200154C80EX, 200152C80EX, 200153C120EX, 200154C120EX
NOTE: 2, 10-01 collectors can be substituted for 1, 20-01 collector for 0G-300 Rating

Collectors: 40, 60 and 80 s/f Prossure Rottor Vaive
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Qualifies for 30%
Federal tax credits

PV Compliant...

A 2-collector 20-01 Skyline solar water heater produces thermal energy
in an amount equal to the energy of a 2 kW Photovoltaic (PV) system.
Solar water heating is the perfect compliment to a Photovoltaic system
because it doubles the energy output of an average 2kW system usually
at a fourth to a fifth of the cost of the PV system.

The Skyline System 5 includes a special state-of-the-art PV powered
pump with no moving parts. System 5 uses a high-efficiency 80 gallon
Rheem® heat exchanger storage tank with a back-up electrical element.

The states of Hawaii and Florida Energy Offices estimate that the average
all-electric home uses 30% of it’s total electric energy just to heat water.

California’s Association of Realtors found that over 50% of families
would be willing to pay more for a home with solar energy and that 60%
would be more interested in buying a home with solar than one without.

Your Quality SolarRoofs.com Dealer:

Florida “Proud to be a Power Partner”




% Solar Collectors

They’re rugged, they’re powerful and they’re light weight. Safe and easy to install, they are effortlessly transportable by
one person. They're available in 24 architectural colors and have a truly attractive appearance on the roof. No soldering is
required to install residential collectors. Special reverse commercial configurations greatly reduce installation costs.

Architecturally attractive collector designed and patented by an award-
winning inventor. Long and low, this collector is the most attractive of all. It
is also available in special commercial configurations up to 122" long, 200

20-01

Collector sq. ft., with only one feed and return line.
Unbreakable, double-walled polycarbonate
glazing is light weight, has high insulation value
and excellent UV protection with 10-year full
warranty.

150 MPH, FSEC wind

tested, easy-mount system.
Easy install mounting \
bracket is covered by trim

for attractive appearance.

High performance, all copper solar absorber
plate with premium “Crystal Clear” coating.

No solder compression /

unions for easy connections. Rigid foam insulation, aluminum foil NEW! Sophisticated, IMC Eagle 2, 12 Volt

Patented “Floating Fin” prevents damage fa:,ced, glass reinforced, pslyisocyapurate Differential Controller with 4 temperature
by allowing the tube to disappear into the 1”on the bot'tom ans 1/2 on the sides rea.dc?uts‘and
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Solar Collector Thousands of BTUs Per Panel Per Day
Certification and Rating ~ CATEGORY CLEAR MILDLY CLOUDY
( Ti-Ta) DAY CLOUDY DAY
2000 Brw/ft'-d | 1500 Bu/f*d | 1000 Bu/fi*d
A (9°F) 23 17 12
B (9°F) 20 15 9
s C (6°F 17 1 6
& D (90 °F) 10 G 1
PV powered circulator means SRCC 0G-100 E (144°F) 3 >
everything is 100% Run From
the Sun. No utility electricity SolarRoofs.com Collector Specifications:
requlred. Trim & Frame Materials: Finished 27 mil Aluminum Trim and Frame = Total 54 mil (1.37 mm)
Absorber Material: “Black Crystal” or Black Chrome coated absorber with all copper 1/2” od tube
Glazing: Twinwall Polycarbonate UV Treated .236" (6.0 mm)
Dimension / Weight: 727/ 144.17x 20" 37 19/ 38 Ib= 1.9 1b. s/f (3.67 m x 0.51 m x 0.076 m 17.24 Kg) 18.4 net s/f (1.71 m?)
e s —— Recommended Flow Rate: .20 to .6 GPM
Maximum Working Pressure: 150 PSI(10.21 atm) Maximum Stagnation Temp: 250 °F (121.11 “C). anor,
Heat Transfer Fluid: Potable water or Propylene glycol - Fluid Capacity: 10-01 = .15 gal. / 20-01 = .3 gal. ..9" ‘9.6
J Standard Components: Mounting Ell brackets with tech screws and 2 1 1/4” washers. 3\ 3
1 Color: Standard: Musket Brown or Dove Gray. Optional trim colors are available. -
el
>
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